교안 6
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(a) Transmission-line circuit with inductive termination (b) Equivalent circuit for the load end, ¢ > T'
FIGURE 9-26

Transient calculations for a lossless line with an inductive termination.
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제 6주 Pre-Lab

1 Fig 9.26, Fig 9.28을 참고하여 inductor와 capacitor에 걸리는 전압 vL과 iL을 구하시오.
2 Load에 Capacitor와 Inductor를 달았을 때 Reflection coefficient를 구하시오.
실험 장비(각조)

1 Signal Generator ( or Function Generator )

2 Oscilloscope

3 10m cable 2개

4 Capacitor 1nF, 4.7nF, 10nF
5 Inductor 100μH, 50μH, 1μH
6 임의의 capacitor, inductor 각 2개
제 6주 In-Lab

1 각 cable의 Load에 주어진 L과 C를 달았을 때의 파형을 관측하고 각각의 파형에 대한 의견을 기술하시오.
2 Ideal한 L, C라면 순수한 Inductance와 Capacitance만 있겠지만 실제로는 소량의 저항성분이 존재한다. 이 저항성분이 회로에 어떤 영향을 미치는지 기술하고 이 성분을 고려하여 주어진 임의의 L과 C의 값을 구하시오.
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(a) Transmission-line circuit with capacitive termination. (b) Equivalent circuit for the load end, ¢ > T.

FIGURE 9-28
Transient calculations for a lossless line with a capacitive termination.




